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How to replace htek phone template of 3CX

Stepl: Locate the folder where the 3CX templates are put.
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» HEHL » Zﬁmﬂ(c:) » ProgramData » 3CX » Instancel » Data » Http » Templates » phones
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[ CISCO_SIGRCAr3FAD £2.pNXMI £ULOFBS L LIV ANIL 219 34 KB
2] cisca79X1.phxml 2016,/8/2 11:07 HML 19 KB
= cisco7 XK phaml 2016/8/2 11:07 ML 10 KB
(Bl =) ciscotPAS2S.phnl 2016/8/2 11:07 MWL Y 54 KB
=] eyberdata.phxml 2016/8/2 11:07 XML B 14 KB
=] fanwil.phsml 2016/8/2 11:07 XKML B0 123 KB
2] fanvil_andreid.phoml 2016,/8/2 11:07 ML B 84 KB
| fanwil_doorphone.phaxml 2016/8/2 11:07 XML 3 82 KB
| gigasetn310dect.phomml 2016/8/2 11:07 MWL 1% KB
| grandstreamexecutive.nbernl 010082 1107 Iyll il 83 KE
| = htek.phsrl 2016/8/5 8:24 XML 3T 229 KE | |
2] motto.phml 2016/7/20 10:55 XML B 1 KE
2] panasonic_kt500.phxml 2016/8/2 11:07 XKML B 16 KB
2| phonesternplate xml 2016/5/31 847 XKML B0 6 KB
2] polycomuphxml 2016/8/2 11:07 XKML 0 65 KB

Setp2: Backup the original htek template file and replace old
htek template with new htek template.
Step3: Copy the wallpaper and screensaver of UC9xx into the

folder where wallpaper and screensaver are put.

|>|$M&(C:} » ProgramData » 3CX » Instancel » Data » Hitp » Interface » provisioning » je7kl3znSx » loge
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4] aastra6730.png 2016/3/16 1543 PNG Big 9 KE | thlS f0|der may be nOt
[ ciscoS0xg.bmp 2016/3/16 1543  EMP Big 2K ggame as the fOlder in
[2 cisco525g.pg 2016/3/16 1543 JPEG Bl 21 KB
[ ciscodT40.brmp 2016/3/16 1543 EMP B 7xe your 3cx system
=] gup2000_screen sl 2016/3/16 1543 MML Ry 4 KB
=] gxp2010_screenxml 2016/3/16 1543 KWL B0 4 KB
=] qxp2020 screensml 2016/3/16 1543 XML 3T#Y 4 KB
[ hl_3CX_UC80Z.png 2016/3/16 1543 PNG Bl 1KE
[ hl_3C¥_UC803.png 2016/3/16 1543 PNG Bl 1 KB
[ hl_3CX_UCB06.png 2016/3/16 1543 PNG B 1 KB
[ hl_3CX_UC860.png 2016/3/16 1543 PNG Bl 12 KB
[ Tidle_screenxml.g=pl160 2016/3/16 1543 G¥P1160 ik 8 KB

Step4: restart 3CX system.



